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HAKKIMIZDA

otomasyon sektérinde faaliyetlerine, Turkiye'nin dnemli sanayi sehirleri
arasinda bulunan Konya'da baslamistir.

Kamesh Welding imalata basladigi ilk gunden gunimuz
kadar Ulkemizin ve Dunyanin dort bir yaninda birden farkli sektére, almis oldugu
makina siparislerinin teslimatini basariyla gerceklestirmistir.

Kamesh \X/eldin%in Uretimini yaptigr bazi makinalar ise sunlardir; L tipi pozisyoner, hidrolik \
pozisyoner, dislili pozisyoner, manson kaynak makinasi, zincirli ¢evirici, boru ¢evirici, kolon bom

sistemleri ve dairesel kaynak sistemleri siz kiymetli musterilerimizin ihtiyaclarini optimum

seviyede ¢cézUmlerimizle karglla@ktaylz.

Kamesh Welding piyasada eksikligi cok¢a hissedilen satis éncesi teknik ve Llojistik destek
ile satis sonrasi servis ve yedek par}Nhtiyaglarlnlda karsilamay! kendisine ilke edinmis bir

k%lugtur.

ABOUT US

Kamesh Welding was established by a more than 15-year experienced staff in the
welding automation in 2012 in Konya, one of the largestiindustrial cities in Turkey.

Since the first day of manufacturing, Kamesh Welding has received many orders from
many sectors all over the world and has successfully delivered:

Some machines produced by Kamesh Welding are as follows; L type positioner,
hydraulic positioner, geared positioner, fitting welding machine, chain type rotator,
conventional rotator, column boom systems, and circular welding systems. Also,
Kamesh Welding fulfills the needs of customers at the optimum level with
customized production machines in line with customer demands.

Kamesh Welding is a company that has adopted the principle of
meeting the pre-sales technical and logistic support and after-sales
ice and spare parts needs, which are often tacking in the market.
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Dogrusal Kaynak

Longitudinal Welding

Dogrusal Kaynak Makinasi

Boy Kaynak Makinamiz; silindirik, konik ve dikdortgen seklinde buktlmus is parcalarini ve diuz plaka halindeki sa¢ ve
levhalari boy kaynagi yapmaniz Uzere tasarlanmistir. 100-3000 mm cap arasindaki is parcalar degisik makina tipleri Uzerinde
rahatlkla kaynatilabilmektedir. Kaynaklariniz icten ve distan yapma &zelligi sunan makinamiz 1 metre uzunluktan 4 metre
uzunluga kadar imal edilmektedir. Bazi 6zel durumdan uzunluk daha ¢ok artabilmektedir. Su anda minimum 0,60 mm et kalinligin-
daki is parcalar kaynatilabilmektedir. Tozalti uygulamalarinda et kalinligi 20-25 mm 'ye kadar ¢ikmaktadir. Boyler, termosifon,
gunes enerjisi kazanlari, sogutma tanklari, dogalgaz bacalari, Lpg tupleri vb. malzemelerin boy kaynaklari bu makina Uzerinde

yapilmaktadir. Tozaltl, gazalti, tig vb. kaynak sistemleri makinamizla senkron calismaktadir.

Longitudinal Welding Machine

Longitudinal Welding Machine is designed to provide Longitudinal Welding for parts that are bent in the forms of

cylindrical, conical and rectangular as well as the sheet metals in the form of plates. Parts with the diameter of 100 - 3000 mm
can easily be welded on different machine types. Machine with internal and external welding feature is manufactured with
lengths ranging from 1 meter to 4 meters. For certain special conditions the machine length may increase as well. Currently, the
parts with minimum thickness of 0,60 mm can be welded. The thickness may go up to 20-25mm for the submerged welding
applications. The longidutinal welding of the material and items such as the boilers, bath heaters, solar energy boilers, cooling
tanks, natural gas chimneys, LPG tanks etc are mode on this machine. The welding systems such as submerged, gas metal and

TIG work in sync with our machine.

www.kameshwelding.com




Dogrusal Kaynak

Longitudinal Welding

TEKNIK OZELLIKLER /

Technical Details KWBKM-1000 KWBKM-1500 KWBKM-2000 KWBKM-3000
Malzeme Capi /
Workpiece Diameter (Min.Max/mm) 100-650 160-650 250-800 350-800
Maksimum is Parcasi Boyu / 000 00 5000 000
Workpiece Lenght (mm) ! 15 3
Malzeme Kalnlgi /
Material Thickness (mm) 0.6-10 0.6-10 0.6-10 110
Sikma GUcu / Pressing Power (bar) 8 8 8 8
Elektrik Gucu / Input Power 380 v-50 Hz 380 v-50 Hz 380 v-50 Hz 380v-50 Hz
Olculer / Dimensions (mm) 2100X2000X1200 [2700X2100X1200 |3250%2500X1200 [4250X2500X1200
Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah | Kirmizi - Siyah
Renk / Color Red -Black Red -Black Red -Black Red -Black
TIG/Gazalti/ TIG/Gazalt/ TIG/Gazalti/ TIG/Gazalt/
Kaynak Yontemi / Welding Method Tozalt - Tig Tozalt - Tig Tozalt - Tig Tozalt - Tig
/Migmag/Saw | /Migmag/Saw | /Migmag/Saw | /Migmag/Saw
Agirlk / Weight (kg) 1200 1600 2350 3000

info@kameshwelding.com




Dairesel Kaynak
Makinasi

Circular Welding
Machine

Dairesel Kaynak Makinasi

Makinemiz temel olarak bir sase, dénen bir mil kutusu, kiris, pnédmatik punta, bir kaynak torcu pnématik
kaldirma mekanizmasl, kaynak torcu ayarlama mekanizmasi ve otomatik kaynak kontrol sisteminden olusur.
Makine, uygun bir kaynak makinesi ile her turlt dairesel kaynak icin kullanilabilir. Bu ekipman esas olarak farkli
malzemeler, boyutlar ve sekillerdeki is parcalarinin yuksek kaliteli cevresel kaynagi icin kullanilir. Bu makineler
genellikle gaz silindirleri, miller, amortisorler, susturucular, boru flanslari, hidrolik silindirler, su depolari, yakit
depolari gibi Urtnerin kaynaklanmasi icin kullanilir. Makine, musterinin ihtiyacina gére ikiden fazla kaynak torgu ile
kurulabilir ve ayni anda kaynak yapilabilir.

Circular Welding Machine

This machine is mainly composed of a machine bed, a rotating spindle box, a beam, a pneumatic tailstock,
a welding torch pneumatic lifting mechanism, a welding torch adjusting mechanism and automatic welding
controller. The machine can be used for automatic welding of all kinds of ring welds with a suitable welding power
source. This equipment is mainly used for high quality circumferential seam welding of workpieces of different
materials, sizes and shapes. These machines are widely used for welding products such as gas cylinders, drive
shafts, shock absorbers, mufflers, pipe flanges, hydraulic cylinders, water tanks, fuel tanks. The machine can be
installed with more than two welding torches according to the customer's needs and welded at the same time.

www.kameshwelding.com



Dairesel Kaynak
Makinasi

Circular Welding
Machine

TEKNiK OZELLIKLER / Technical Details

KWDKM-1000 KWDKM-1500 KWDKM-2000 | KWDKM-3000
m?fszsgi?l / Material Diameter 100-650 100-650 100-650 100-650
Maksimum is Parcasi Boyu / Workpiece
Lenght (mm) 1000 1500 2000 3000
Ayna Capl / Bevel Drive Diameter (mm) 200 200 200 200
Punta Tipi / Center Type 5mors 5 Mors 5 Mors 5 Mors
Malzeme Agirligi / Material Weight (kg) 400 400 600 800
Olciler / Dimensions (mm) 1350X2200x1500 [ 1350X2900X1500 | 1350X3750X1600 [1350X4750X1600
o o | " | et | e oo

Kaynak Yontemi / Welding Method

TIG-Gazalti-Tozalti
Tig-Migmag-Saw

TIG-Gazalti-Tozalti
Tig-Migmag-Saw

TIG-Gazalti-Tozalti
Tig-Migmag-Saw

TIG-Gazalti-Tozalti
Tig-Migmag-Saw

info@kameshwelding.com




Magon Kaynak Makinesi

Fitting Welding
Machine

Mason Kaynatma Makinasi
Manson kaynadl yapmak icin tasarlanmistir. Mekanik ve yaziliml takip olarak iki tipte Uretilmektedir.

Mekanit takip: Kaynak yapilacak mansonun yapisina uygun bir klavuz manson kullanilmalidir.

Yaziiml takip: Ana boru ve mansonun ¢aplari ekrana yazilir ve dénus, radus gibi hareketler sistem
tarafindan otomatik hesaplanir. Herhangi bir klavuza ihtiyac duymaz. Butln kontroller dokunmatik ekrandan
yapilir. Kaynak modlari veya diger ayarlar daha sonra kullanilmak Uzere kaydedilebilir.

Fitting Welding Machine

Designed to weld fittings. It is produced in 2 types as mechanical tracking and PLC tracking.

Mechanical Tracking: A guide piece should be used according to the fitting shape. The system tracks
this part during welding.

PLC Tracking: The system automatically calculates the rotation radius when main pipe and sma
pipe diameters are written on the touch screen. PLC and touch screen are used to control the whole
machine. Welding mode and specification can be preset and stored.

n www.kameshwelding.com



Magon Kaynak Makinesi

Fitting Welding
Machine

TEKNiK OZELLIKLER / Technical Details

KWMKM-650

Mason Capl / Pipe Fitting Diameter (mm)

10-100

Mason Yuksekligi /
Pipe Fitting Diameter Height (mm)

20 -80

Mason Kaynatilacak Gévde Capi Maksimum/
Max.Body Diameter (mm)

650

Ebatlar / Dimensions (mm)

750%X1400x2600

Giris GUcu / Input Power

380v-50 HZ

Agirlk / Weight (kg)

850

Renk / Color

Kirmizi - Siyah
Red - Black

info@kameshwelding.com




Bom Kaynak Makinesi

Boom Welding System

Boom Kaynatma Makinasi

Bom kaynak makinesi mobil bomlarin kaynaginda kullanilir. Makine Uzerinde bomlarin sabitlenmesini
saglayan hidrolik kelepceler bulunur. Bu, kaynak sirasinda bomun bukulmesini veya esnemesini onler. PLC ekran ile
kontrol edilebilir. Makinede yatay kaydirma sistemi vardir ve bu sisteme entegre edilen hidrolik ceneler, is
parcalarinin titresimsiz ve sabit kalmasini saglar. Boylece bom kaynak makinesi hareket eder ve operatorun sectigi
bélumlere kaynak yapilmasini saglar.

Boom Welding System

Boom welding machine is generally used for welding of mobile crane booms. Boom is fixed by hydraulic
clamps, which enable easy holding of the booms on the machine. This prevents boom from twisting or bending
during welding. It can be controlled by plc screen on the machine. The machine has a horizontal slide system and
the hydraulic jaws integrated to this system ensure that the workpieces remain vibration-free and stable. In this way,
the boom welding machine moves and welds to the sections chosen by operator.

www.kameshwelding.com



Bom Kaynak Makinesi

Boom Welding System

TEKNIK OZELLIKLER / Technical Details KSKM 18

Flans Genisligi / Flange Width " 110 - 1000 N
Ust Flans / Top Flange Widht (mm) 100 - 700

Profil Yiksekligi / Web Height " 200 - 1000
ProfilKalnlgi /7 Web Thickness mm 5-40

Ust Flans Kalinlg / Top Flange Thickness (mm) 5-40

Kiris Uzunlugu / Beam Lenght (mm) 18000

Makine Komple Uzunluk 7/ Machine TotalLenght (mm) 21000

Olcller / Dimensions (mm) 1800X3200%2200

Renk / Color Kirmizi-Siyah/Red-Black

info@kameshwelding.com




Kolon Bom Sistemleri

Colon&Boom
System

Kolon Bom Sistemleri

Kolon Bom Sistemi, dairesel ve boyuna kaynak gibi cesitli kaynak yéntemleri ile metal kaplari, celik
konstruksiyon gibi is parcalarini tim ydnlerde kaynak yapabilen 6zel bir makinedir. Sabit veya hareket edebilen
opsiyonlari kullanici tarafindan ihtiyaca gére secilebilir. Operatér TIG, MIG, SAW, vb. gibi farkli kaynak makinelerini
baglayarak mikemmel kaynak ¢ézimleri sunar.

Colon&Boom Systems

Column Boom is a special machine, which can weld the metal vessels, steel construction in all orientation
by various welding methods such as circumferential and longitudinal welding line. Free standing base or motor-
ized travel carriage can be picked by the user according to their requirements. By mounting different welding
system, such as sub arc welding, TIG, MIG, SAW etc, the user can achieve fully automatic welding functions, which
not only provide perfect welding solutions but also save labor and time.

www.kameshwelding.com



Kolon Bom Sistemleri

System

Colon&Boom

TEKNIK OZELLIKLER /

Technical Details KWKBS2X2 KWKBS3X3 KWKBS4X3 KWKBS4X4 KWKBS4X5 KWKBS5X4 KWKBS5X5

Maksimum Bom Tasima Kap. / 00 00 00 00 00 00 00

Max.Load Capacity kg 3 3 3 3 3 3 3

Bom Alti Mininum YUkseklik / o o 00 00 00 00 00

MinHeight Under Bom (mm) 75 75 9 9 9 9 9

Maksimum Tank Kaynatma Capi / 5

Maximum Tank Boiling Diameter (mm) 000 3000 4000 4000 4000 5000 5000

Maksimum Bom Uzama Boyu / 000 000 000 000 000 000 000

Maximum Boom Extension Length (mm) 2 3 3 4 5 4 5

Kolon Donme Acisi / 270 270 270 270 270 270 270

Column Rotation Angle ) 7 7 7 7 7 7 7

Toplam Yukseklik / Total Height (mm) 3250 5000 6000 6000 6000 7000 7000

Bom Komple Boyu /

Boom Lenght (mm) 2750 3750 3750 4850 6000 4850 6000

Renk 7 Color Kirmizi - Siyah | Kirmizi - Siyah | Kirmizi - Siyah | Krmizi - Siyah | Kirmizi - Siyah | Kirmizi - Siyah | Kirmizi - Siyah

Red - Black Red - Black Red - Black Red - Black Red - Black Red - Black Red - Black

n TIG-Gazalti-Tozaltl | TIG-Gazalti-Tozalt | TIG-Gazalti-Tozalt | TIG-Gazalti-Tozaltl | TIG-Gazalti-Tozalt | TIG-Gazalti-Tozalt | TIG-Gazalti-Tozalti

Kaynak Yontemi

Tig-Migmag-Saw

Tig-Migmag-Saw

Tig-Migmag-Saw

Tig-Migmag-Saw

Tig-Migmag-Saw

Tig-Migmag-Saw

Tig-Migmag-Saw

info@kameshwelding.com




Konvansiyonel Rotator

Conventional Rotators

Konvansiyonel Rotatérler

Rotatorler (ceviriciler): Kaynakli imalati bulunan tum fabrika ve atélyelerde kullanilmaktadir. 500-6000
mm c¢apindaki ve hatta bazi ézel durumlarda daha buyuk caplarda kazan, tank, boru , varil, rGzgar enerjisi
trabUn direkleri vb . is parcalarinin cevrilmesinde ve kaynaginda kullanilmaktadir. Celik ve politretan tekerli
olarak imalat edilmektedir. Celik tekerli ceviricilerimiz yuksek isiya daha dayanikldir. Kolon-bom sistemleriyle
senkron calisabildigi gibi bagimsiz olarak calisabilmektedir. 1 ton ¢evirme kapasitesinden baslayip 250 ton
cevirme kapasitesine cikmaktadir. Ceviricilerimiz Uzerindeki kablolu uzaktan kumanda vasitasiyla kullanimi ve
kontroll son derece kolay uUrunlerdir. Bu sistemler sabit ve yurtyUslu olarak tercih edilebilir. Tozaltl, gazalti ve
tig kaynak gibi uygulamalarda kullanma imkani sunar. Tonaja gére teker caplarimiz degisiklik gosterir.

Conventional Rotators
This machine is used in all factories and workshops, where welded manufacturing process is

performed. It is used for the rotation and the welding of the work parts with the diameter of 500 - 6000 mm
such as boilers, tanks, pipes, barrels, poles for wind energy turbines (or oversized parts with larger sizes). It is

manufactured with steel and polyurethane wheels. The steel wheeled rotators has more resistance against

the heat. it can work in sync with our Colomn-Boom System they can also run independently. The rotation
capacity starts from 1 ton and may reach up to 250 tons. Our rotators are easy to use and control with their
wired remote control. Those systems may be preferred as fixed or mobile. They can be used for welding
applications such as submerged arc, gas metal arc and TIG. Our wheel diameters may vary depending on the
weight.

m www.kameshwelding.com



Konvansiyonel Rotator

Conventional Rotators

TEKNIK OZELLIKLER /

Technical Details KWROTo5 KWROTo10 KWROTo020 KWROTo030 KWROTo40 KWROTo050
Cevirme Kapasitesi /

Conversion Capacity (Ton) 5 10 20 30 40 50
Her Bir L"Jnite. Tas.Kapasitef;i / 25 5 10 15 0 25
Load Capacity of Each Unit (Ton)

Minimum Cevirme Capi /

Minimum Dial Diameter (mm) S 500 750 1000 1000 1000
m::;sr;n;lr:l giea\(lg:;emgeizlr (/mm) 4000 4000 5000 6000 6000 6000
Tekerlek.(; ap / 250 300 300 350 400 500
Wheel Diameter (mm)

Toplam Tekerlek Sayisi /

Tofal Number of \X/P:/eels 8 8 8 8 4 4
Tekerler C?enig,ligi / 60 70 70 150 400 500
Wheel Width (mm)

Dokiim Uzerine

Dokiim Uzerine

Dokiim Uzerine

Dékiim Uzerine

Dokiim Uzerine

Dékiim Uzerine

Tekerlek Cinsi 7 Wheel Tyoe Poliliretan / Politiretan / Politiretan / Poliliretan / Politiretan / Politiretan /
st ypP Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On
Casting Casting Casting Casting Casting Casting
Olculer /7 Dimensions (mm) 3100XQ00X650 3100XQ00X650 | 3700x1100X650 | 3700X1100X650 | 3700X1100X650 [ 5000X1500X650
Agirlk /7 Weight (kg) 850 950 1100 1250 1350 1750
Renk / Color Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah
Red - Black Red - Black Red - Black Red - Black Red - Black Red - Black

info@kameshwelding.com




Kendinden Ayarli Rotator

Self Alining Rotators

Kendinden Ayarli Rotator
Standart konvansiyonel dénusturtculerin tim 6zelliklerine sahip olan bu ceviriciler, tank boyutuna
gore kendi kendini hizalanabilir. Tekerlekler arasindaki mesafe manuel ayarlanabilir.
Self Alining Rotators
These welding converters, which have all the features of standard conventional converters, can be

aligned by itself according to the size of the shell. The distance between the wheels, could be adjusted
manually.

m www.kameshwelding.com



Kendinden Ayarli Rotator

Self Alining Rotators

TEKNIK OZELLIKLER /

Technical Details KWROTo5 KWROTo10 KWROTo20 KWROTo030 KWROTo40 KWROTo50

Cevirme Kapasitesi /
Conversion Capacity (Ton) 5 10 20 30 40 50
Her Bir Unite. Ta§.Kapasites:i / 25 5 . 5 . 2
Load. Capacity of Each Unit(Ton)
Minimum Cevirme Capi /
Minimum Dial Diameter (mm) 500 500 750 1000 1000 1000
m::lsrlrml:: E(;jl(:\lflll:’)nl“aemceiz:' (/mm) 4000 4000 5000 6000 6000 6000
Tekerlek_(;apl / 250 250 300 350 400 500
Wheel Diameter (mm)

/
e s o o o o : :
Tekerler Genisligi /

60 70 70 80 500 600

Wheel Width (mm)

Dokium Uzerine

Dokum Uzerine

Dokim Uzerine

Dokium Uzerine

Dokum Uzerine

Dokum Uzerine

Tekerlek Cinsi / Wheel Type Politiretan / Poliliretan / Politiretan / Poliliretan / Poliliretan / Poliliretan /
yp Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On | Polyurethane On
Casting Casting Casting Casting Casting Casting
Olcller / Dimensions (mm) 3100XQ00X100 3100X900X100 | 3700x1100x100 | 3700x1100x100 [ 3700x1100x100 [ 5000X1500X100
Agirlik / Weight (kg) 850 950 1100 1250 1350 1750
Renk / Color Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah
e oo Red - Black Red - Black Red - Black Red - Black Red - Black Red - Black
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Boru Cevirici

Pipe Support

Boru Cevirici
Boru ceviriciler genellikle kuicuk veya buyuk capli borularin alt destegi olarak kullanilr.
Konvansiyonel tank ceviricilere goére daha yUksek uretilir. Yukseklik 6lctsu ise musterinin
ihtiyaclar dogrultusunda belirlenir.

Pipe Support

Pipe support are generally used as lower support for small or big diameter pipes. They

are produced with higher height than conventional tank rotators. The height of rotators can be
customized according to client's needs.

www.kameshwelding.com



Boru Cevirici

Pipe Support

Standart Ozellikler

Standard Features

3.5 ve 8 ton kapasite
standartindadir. Talebe goére

Standard Capacities: 3.5 and 8
tons. Optional production is

opsiyonelretim ossible upon request
yapilmaktadir. P up quest
Ayarlanabilir donUs hizi. Adjustable rotation speed.
Kademeli yUkseklik ayar!. Differential Height Adjustment.

Kablosuz uzaktan kumandal.

Wireless remote controller.

Kumanda paneli Uzerinde
donus takibini saglayan dijital
hiz gostergesi.

Digital Speed Indicator on the
control panel that enables the
rotation tracking.

Darbe ve sarsintiyl dnleyici

Polyurethane wheels that

politretan tekerlekler. absorbs impact and vibrations.
Frenli ve cebri fan sogutmal Braked and mechanical fan
motorlar. cooling motors.
Opsiyonel Ozellikler Optional Features

Ray Uzerinde manuelve
otomatik hareket etme
ozelligine sahiptir.

Manual and automatic
movement on the rail

info@kameshwelding.com




Doner Tabla

Turntable

Doner Tabla

Doner tablalar, kaynak operatérlerinin blyuk, agir isparcalarini baskalarinin yardimi olmadan
hizli ve kolay bir sekilde dondlirmesine olanak tanir. Manuel olarak kullanildigi gibi daha yUksek
kaynak hizi elde etmek icin tam veya yari otomatik bir sistemle senkronize edilebilir. Bu, dnemli
olcude zaman tasarrufu saglar, daha dusuk iscilik maliyetleri ve daha yuksek kaliteli kaynaklar saglar.

Turntable

Welding turntables allow welding operators to quickly and easily manipulate large, heavy
components without the assistance of others. When used manually, the part can be presented at
the optimum height, or combined with a full or semi-automated system to ensure weld speed and
quality. This results in significant time saving, leading to lower labour costs and higher quality welds
with weld turntables.

www.kameshwelding.com



Doner Tabla

Turntable

Teknik Ozellikler/

Technical Details KWPOZ 1 KWPOZ 3 KWPOZ 5 KWPOZ 10
YUk Kapasitesi / Load. Capacity 1Ton 3Ton 5Ton 10 Ton
Agirlk MerkezineUzaklk /
150 150 150 150

Rated Center of Gravity (mm) 5 S 5 °
Giris GUcu Power Supply 380V /50Hz | 380V /50Hz | 380V /50Hz | 380V /50Hz
Tabla Cap! / Table Diameter (mm) 1000 1100 1200 1250
Olculer / Dimensions (mm) 1000X1300%450 | 1000x1300X500 | 1000X1300X550 | 1000x1300X600
Agirlk / Weight (kg) 900 950 1000 1200

Kirmizi - Siyah| Kirmizi - Siyah| Kirmizi - Siyah| Kirmizi - Siyah
Renk / Color Red - Black | Red-Black | Red - Black Red - Black

info@kameshwelding.com




Hidrolik - Digli Kaynak
Pozisyoneri

Hydraulic - Gear
Welding
Positioner

Hidrolik - Disli Kaynak Pozisyoneri

Kaynak pozisyonerlerimiz minimum 50 kg - maksimum 20 ton yukleme kapatiseli Urtnlerdir. Bunyesinde
kaynakli imalat bulunan butln firmalarin faydalanabilecegi makilanalardir. Uzerinde bulunan tablalar 360 derece ddnerli
ve one tilt etme 6zelligine sahiptir. Bu tilt sayesinde tabla Uzerinde bulunan is parcasi her acidan rahatlikla kaynak
yapilabilmektedir. Klcuk tonajlarda érnegin 50-500 kg ‘lik poziyonerlerde kontroller kablolu uzaktan kumanda ve 500 kg
Ustu pozisyonerlerde kontroller kablolu uzaktan kumanda ile yapilmaktadir. Bu sayede kolay bir kullanim ézelligi sunar.
Otomatik kaynaklarda makinamizda hazir bulunan tetik kablosuna kaynak makinasi adapte edilerek senkron calistirma
imkani sunar. Tozalti, tig ve gazalti kaynak uygulamalarinda kullanilmaktadir. Tabla dontsu hiz kontrollt olup, Tilt etmede
hiz kontrolt yoktur. Standart, L tipi, Hidrolik olarak farkli tip ve ézelliklerde imalat edilebilmektedir. Opsiyonel olarak Plc
kontrollt olarakta yapilabilirdir. Tablalarimizin Gzerinde makina ytukleme agirliklarina gore Delikler ve T kanallar acilmak-
tadir,

Hydraulic - Gear Welding Positioner

This is a product line in the range of 50 kg to 20 tons loading capacity. They can be used by all companies that
are involved in welding manufacturing. Their platforms are 360 degrees rotatable with forward tilting feature. Due to this
tilt feature, the parts on the platform can be welded in any angle. The control in the positioners with smaller loads such
as 50-500 kg is provided by wired remote and the ones with loading capacity that exceeds 500 kg by implementing a
welding machine to the trigger cable that is present in our line of automated welding machines, it is possible to obtain
synchronous operation. The machine is used for submerged, TIG and metal gas welding applications. The platform
rotation is controlled with speed control system, while tilt motion has no speed control feature. The machines can be
manufactured in different type and features such as standard, L type, hydraulic . The machines can be manufactured

with PLC controllers per option. Bores and T grooves are bored onto the platforms depending on the loading weights.
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Hidrolik - Digli Kaynak
Pozisyoneri

Hydraulic - Gear
Welding
Positioner

Teknik Ozellikler /
Technical Details KWPOZ 0300 | KWPOZ 0500 | KWPOZ 01 KWPOZ 03 KWPOZ o5
YUkleme Kapasitesi / 300 00 1000 3000 000
Load. capacity(kg) 5 S
YUkun Merkezden Kaciklgr / 150 150 150 150 150
Eccentricity Loading Center (mm) 5 5 5 5 5
Tabla Egme Acisi / 0-90 0-90 0- 110 0-110 0-110
Table Tilting Angle 9 °
Tabla Capi / Table Diameter (mm) 500 600 Q00 1000 1200
Giris Gucu / Input Power 380V 50 Hz 380V 50Hz 380V 50Hz 380V 50Hz 380V 50Hz
OlgULer / Dimensions (mm) 500%X700x1100 | 600x750x1200 |1200%2500x1100 | 1500%2800%1200| 1800%3100x1300
Agirlk / Weight (mm) 250 300 1700 1900 2200
Renk / Color Kirmizi - Siyah [ Kirmizi - Siyah [ Kirmizi - Siyah [ Kirmizi - Siyah | Kirmizi - Siyah
Red - Black [ Red- Black | Red- Black [ Red- Black | Red- Black
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- ‘L—
AN
UNITED STATES OF

\
MEXICO

-

AMERICA

o

WESTERN
‘ShaRA

@ MAURITANIA

»

COLOMBIA

ECUADOR

PERU



(
"ok
P WY \.\‘\
- £ a?

N 5
’v 'ONIA »~
N\ v -rle
W) @5; )
) 4 LAND @

WWGERMANY‘ Po 1 -
O ‘JWUKRANR . MONGOLIA

9 o (W

TURKEY ,
B SYRIA AFGHANISTAN
@ - E

TURKMENISTAN TAJIKISTAN

- PAKISTAN

MYANMAR
(BURMA)

THAILAND
i CAMBODIA i

GABON DEMOCRATIC
aghhnd ' REPUBLIC
QICCNCO; OF THE CONGO

NAMIBIA
BOTSWANA

SOUTH AFRICA



Paralel Hidrolik Kaynak

Pozisyoner

Parallel Hydraulic
Welding Positioner,

Paralel Hidrolik Kaynak Pozisyoneri

Hidrolik kaynak pozisyonerler, tablanin dénusu ve agisal egimiicin en uygun konfiglirasyona gore tasar-
lanmistir. Bu pozisyonerler digerlerinden farkli olarak yukseklik ayari yapma kabiliyetine de sahiptir. Boylece
operatorler daha verimli calisabilir. Operatérler, konumlandiricinin doner tablasina monte edilen isparcalarini,
kontrol paneli Uzerinden hassas bir sekilde, kolaylikla ayarlanabilen hizlarda saat yéniunde veya saat yoninin
tersine déndurebilir. istenilen acly saglamak icin dne dogru egilebilirler. Déner tabla tzerinde standart “T" slotlar
mevcuttur. Boylece is parcasinin kolayca sabitlenmesi saglanir. Tabla déondlirme ve 6ne tilt hareketleri disli
yardimi ile yapilir.

Parallel Hydraulic Welding Positioners

Structure of the hydraulic adjustable welding positioners is designed according to the most suitable
configuration for the rotation and the angular tilting of the table. Unlile to others, the height is also adjustable in
these positioners while working on the parts. So the operators can work more efficiently. Operators can rotate
the piece mounted on the rotating table of positioner clockwise or counterclockwise. This can be achieved with
precision on the control panel. They can also be tilted forward to provide the desired angle. Standard “T"
grooves are available on the rotating table. Thus, quick clamping of the workpiece is enabled. Table rotation and
tilting are realized through steel spur gear transmission systems.
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Paralel Hidrolik Kaynak
Pozisyoner

Parallel Hydraulic
Welding Positioner,

TEKNiK OZELLIKLER /
Technical Details KWPOZ1000 KWPOZ3000 KWPOZ5000
Nominal Yuk Kapasitesi / 1000 000 5000
Rated Load Capacity (kg) 3
Agirlk Merkezine Uzaklk / 150 150 150
Rated Center Of Gravity (mm) 5 5 5
Tabla Donus Acis /
Table Rotation Degree (°) 360 360 360
Tilt Yon(i / Tilt Direction One / Front One / Front Ane / Front
Tilt Acisi / Rated Tilt (°) 120 120 120
Giris Gucu 7/ Input Power 380Vv-50Hz 380V -50Hz 380Vv-50Hz
Tilt Motoru / Tilt Motor (kW) 0.55 0.75 11
Tabla Capi/Table Diameter(mm) 1000 1150 1250

. M16 Delik x 4 M16 Delik x 4 M16 Delik x 4
Baglant Kanallan /T Slots Mi6 Hole x4 | Mi6Hole x4 | Mi6 Hole x4
Olculer / Dimensions (mm) 1850X1150%X1150 | 2000X1250X1250 | 2200X1350%X1350
Agirlk / Weight (kg) 1450 1850 2500

Kirmizi - Siyah Kirmizi - Siyah Kirmizi - Siyah

Renk / Color Red-Black | Red-Black Red - Black

info@kameshwelding.com




L Tip Kaynak Pozisyoneri

L Type Welding
Positioner

L Tipi Pozisyoner (3 Eksenli+Hidrolik)

L tipi kaynak pozisyonerler, cok sayida kaynak pozisyonuna sahip yapisal parcalar icin L seklinde bir
yapl benimser. Kaynak yaparken, is parcasinin kaynak gereksinimlerine gére kaynak konumunu degistirir ve
kaynak icin en uygun pozisyona getirilmesini saglar. L tipi kaynak pozisyoneri, is parcasinin kaynaklanmasi ve
doéndUrtlmesi sirasinda operatorin emek yogunlugunu azaltir ve iscilik verimliligini artirir.

L - Type Positioner (3 Axis+Hydraulic)

L type welding positioners adopts an L-shaped structure is suitable for structural parts with a large
number of weld positions. When welding, it changes the welding position according to the welding seam
requirements of the workpiece and ensures that it is brought into the most suitable position for welding. The
welding positioner turning of the workpiece reduces the labor intensity of the operator and improves labor
productivity.
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L Tip Kaynak Pozisyoneri

L Type Welding
Positioner

TEKNiK OZELLIKLER /

Technical Details KWLPOZ1000 KWLPOZ3000 KWLPOZ5000

Nominal YUk Kapasitesi / 1000 000 000

Rated Load Capacity (kg) 3 5

Maksimum is Parcasi Capl / 1500 1700 50

Mak.Work Piece Diameter (mm) 5 5 325

TablaGap: / 1150 1250 1350

Table Diameter (mm) 5 5 35

Tabla Donus Sekli / Motor / RedUktdr | Motor / RedUktdr | Motor / RedUktor

Table Rotation Method Motors / Reducer|Motors / Reducer|Motors / Reducer]

Kol DonUs Sekli / Motor / RedUiktdr | Motor / RedUktoér | Motor / RedUktor

Crank Rotation Method Motors / Reducer|Motors / Reducer| Motors / Reducer

Olculer / Dimensions (mm) 2500%x2850%x1000 | 2500X3000x1200 [ 4300X3400x1760

Agirlk / Weight (kg) 2550 3600 10300
Kirmiz - Siyah Kirmizi - Siyah Kirmiz - Siyah

Renk 7/

en Color Red - Black Red - Black Red - Black
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Sasi Pozisyoner

Frame Welding
Positioner

Sasi Kaynak Pozisyoneri,

Sase kaynak pozisyoneri farkl tip saselerin uretiminde son kaynak amaciyla tasarlanmistir. Bu kaynak
pozisyoneri 2 kafa sisteminden ki bunlarin birisi son kaynadga hazirlanan tir sase montajini cevirme
mekanizmasina digeri ise avare dénme sistemine sahiptir. Ana govde tir sase ekipmanlarini sikma ve montaj
platformundan ,hidrolik sistem ile kaldirici sistemlerden olusmaktadir.Bu kaldirma sistemi son kaynaga hazir-
lanan sase montajinin 360 derece ddnebilmesini saglamak icindir. Bu sistemle daha hizli ve guvenli calisma
saglanilir.

Frame Welding Positioner

Frame Positioner is designed for the purpose of being the final welding in the manufacturing process
of the different types of frames. This welding positioner is comprised of two heads, wherein one has a rotating
mechanism for the frame that is prepared for the final welding and the other one has a trailing rotation system.
The main frame is comprised of the extrusion and assembly platform for truck frames, the hydraulic system
and the lifting systems. This lifting system is used for rotating the frame up to 360 degrees for the preparation
of the final welding. This system ensure the worker safety and enables the worker to work efficiently.
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Sasi Pozisyoner

Frame Welding
Positioner

TEKNIK OZELLIKLER /

Technical Details KWSPo1 KWSPo3 KWSPos5 KWSP10

Yukleme Kapasitesi / 1000 000 000 12000

Loading capacity (kg) 3 5

Cevirme Kapasitesi / 1000 000 000 12000

Rotating Capacity 3 5

Tabla Capi / Table Diameter (mm) 800 1000 1100 1150

Makina YUkseklik / Mach. Height (mm) 1900 2200 3000 4300

Dikey Strok / Vertical Stroke (mm) 700 900 1200 1500

Motor Dondurme Hizi / 11 s 1 o

Motor Rotary Speed (rpm) ' 7

Giris Gucu / Input Power 380v-50Hz 380v-50Hz 380v-50Hz 380v-50Hz

Makine Uzunlugu / Mach.Length(mm) 1200 1400 1500 1900

Makine Genisligi / Mach. Width(mm) 850 1100 1300 1600

Makine Agirlgr / Mach. Weight (kg) 1300 1500 1700 2300
Kirmizi - Siyah | Kirmizi - Siyah | Kirmizi - Siyah | Kirmizi - Siyah

Renk / Color Red - Black Red - Black Red - Black Red - Black
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Sase Kaynak Makinesi

Frame Welding
Machine

Sase Kaynak Makinasi

Sase kaynak makinesi, kamyon sasisi ve farkl tip ve boyutlardaki uzun kirisler icin tasarlanmistir.
Sistem sasi sabitleme fikstlrd, punta kaynak koprusu ve sasi kaynak koprusunden olusur. Sistemin kaynak
takibi mekanik takip sistemleri ile saglanmaktadir. Cift tarafli bir kaynagr ayni anda yalnizca bir operatér izleye-
bilir. MUsteri ihtiyaglarina gore toz alti veya gaz alti kaynagi yontemleri kullanilabilir. Sase kaynak makineleri,
musteri talepleri dogrltusunda farkli boyutlarda uretilebilir.

Frame Welding Machine

Frame welding machine is designed for the truck frame and for the bar joints with different types and
sizes. The system is comprised of the frame-fastening fixture (strenghtening), spot welding bridge and the
frame welding bridge. The welding area tracking of the system is made possible by two mechanical tracking
systems. Only one operator may track a dual sided welding at the same time. Upon to the client requirements,
submerged arc welding or gas metal arc welding methods can be utilized. Customized welding machines for
frame welding can be desighed based on the client request.
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Sase Kaynak Makinesi

Frame Welding
Machine

TEKNIK OZELLIKLER /
Technical Details KWSKM-18000
Temel Flans Genisligi / 150-250
Base flange Widht (mm) 35
Ust Flans / Top Flange Widht (mm) 120-350
ProfilGovdesi Genislik / 500-1000
Profile Web Height (mm)
ProfilGovdesi Kalnlk / o
Profile Web Thickness (mm) 5-3
Ust Flans Kalnlgi / 0
Top Flange Thickness (mm) 5-3
Mak. Kiris Uzunlugu / 18000
Max. Beam Lenght (mm)
Makine Komple Uzunluk /

. 21000
Machine TotalLenght (mm)
Makine Genisligi / Machine Widht(mm) 1750
Makine Agirlgi / Machine Weight (kg) 10000

. . . Gazalt - Tozalb
Kaynak Yontemi / Welding Method Mig Mag - SAW
is parcasi Sikma Sistemi / Hidrolik Silindir
Workpiece ClampingSystem Hydraulic Cylinder
Kirmiz - Siyah

Renk 7 Color Red - Black
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Zincirli Cevirici

Chain Type
Rotator

Zincirli Cevirici

Zincirli Tip Rotator, agir celik konstruksiyonlarin imalatinda siklikla yapilan duzlemsel parcalarin yani sira
tavan ving kirislerinin uygun kaynak konumuna getirilerek operatériin kaynak yapmasini saglar. Bu tur sistemler ving
kullanimini dnemli 6lclde azaltarak is yukunU hafifletir. Her iki Unitenin zincir tahrikli oldugu bu ceviriciler birbiri ile
senkronize olur ve boylelikle optimum dénme kabiliyeti saglanir.

Chain Type Rotator
Chain Type Rotator enables the welding of the planar parts that are frequently made in the production of
heavy steel constructions as well as the overhead crane beams by placing them into the appropriate welding

position. These systems significantly reduce the use of cranes and lighten the workload. The rotators, with which
both units are chain driven, synchronize with each other and thus optimum rotation ability is achieved.
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Zincirli Cevirici

Chain Type
Rotator

TEKNiK OZELLIKLER / Technical Details

KWZCS1000 | KWZCS3000 | KWZCS5000 | KWZCS10000
Yukleme Kapasitesi / Loading Capacity (KG) 1000 3000 5000 10000
Cevirme Kapasitesi / Rotating Capacity (mm) 900X900 1000x1000 1100%1100 1200%1200
Kollar Arasi Aciklk / Distance Between The Rolls (mm) 1200 1200 1500 1700
Giris Gucu / input Power 380V-50HZ | 380V-50HZ | 380V-50HZ | 380V-50HZ
Olculer / Dimensions (mm) 2500 2250 2500 2750
Agirlk /7 Weight (kg) 1700 2100 2250 2750
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Kiris Kanak Makinas

Beam Welding System

Kiris Kaynak Sistemi

Uriin, celik konstriiksiyon, ving ve kiris kaynagi Uretiminde yaygin olarak kullanilanilir. Ana képru
platform, iki set tozalti veya gaz alti kaynag, iki set kaynak kafasi, iki set mekanik takip sistemi, iki set tozemme
makinesi ve kontrol sisteminden olusur. Merkezi kontrol sistemi ile kolay kullanim ve kaliteli kaynak yapma

olanagi sunar.

Beam Welding System

The equipment is widely used in building steel structure, crane and beam welding production. This
system is mainly composed of gantry frame, two sets of submerged arc welding power supply, two sets of
horizontal electric mobile slider, two sets of electric hanging head, two sets of automatic tracking mechanis
two sets of flux recovery machine and control system. Thank to its centralized control system, this system

leads to high efficiency and good welding quality.

www.kameshwelding.com



Kiris Kanak Makinasi

Beam Welding System

TEKNIK OZELLIKLER / Technical Details KSKM 18
Flans Genisligi / Flange Width (mm) 100 - 1500
Ust Flans / Top Flange Widht (mm) 100 - 1500
Profil YUksekligi / Web Height (mm) 100 - 1500
ProfilKalnlgi / Web Thickness (mm) 5-20
Ust Flans Kalinlgi / Top Flange Thickness (mm) 5-30
Kiris Uzunlugu / Beam Length (mm) 18000
Makine Uzunluk / Machine Length (mm) 21000
Makine Genisligi / Machine Width (mm) 2400
Makine YUksekligi / Machine Height (mm) 3200
Makine Agirlk /7 Machine Weight(kg) 1800
Renk / Color Kirmizi-Siyah/Red-Black
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Ozel Tasarim Pozisyoner

Special Design

Positioner
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Ozel Tasarim Pozisyoner
Special Design

Positioner
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Caplama Kaynak
Makinesi

Tank Clamping and
Welding Machine

Caplamali Dairesel Kaynak Sistemi

ADR tanker hatti buyuk boyutlu tanklar icin 6zel imal edilmistir. BukUlmus parcalarin karsilikl agiz agiza
birlestirilmesinde ve bombe kaynaklarinda kullanilir. 2300 mm ¢apinda saclarda kullanildigr gibi degisken ¢ceneler
ile +-100 mm cap araliklarinda ayarlanabilir.

Yanlarda bulunan manyetik tutucular sayesinde bombeler otomatik olarak makineye yukenir ve kaynak
icin uygun konuma getirilir. Operator 2 adet kamera ile ortak kontrol paneli Uzerinden kaynagi kolayca takip
edebilir.

Tank Clamping and Welding Machine

Specially manufactured for ADR tanker line and large-size tanks. It is used for joining the bent parts mutu-
ally and for dish head welding. It can be adjusted in + -100 mm diameter ranges with variable jaws as it is used o
sheet metal with a diameter of 2300 mm.

Thanks to the magnetic holders on the sides, the dish header is automatically loaded into the machine
and prepared for welding. With 2 cameras, the operator can monitor the welding on the common control panel.
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Caplama Kaynak
Makinesi

Tank Clamping and
Welding Machine
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Koprili Kaynak
Sistemi

Elliptical Tank Welding
Line

Képru Kaynak Sistemi

KoprlU kaynak sistemi; icerdigi yazilm ve hassas mekanizmalar sayesinde dairesel, elips, kare, trapez
gibi farkli geometrik yapidaki silo, tank, tanker gibi is parcalarina kaynak yapabilme &zelliklerine sahiptirKopru
mekanizmasi, yurlyus raylari, sase pozisyoner takimi gibi farkli mekanizmalarin senkronize calisasindan olusan
komple bir kaynak sistemidir.

Sase pozisyoner, is parcasini istenilen kaynak pozisyonuna getirilebildigi gibi is parcasini dondurerek
cevresel kaynaklarin koépru tarafindan yapilmasini da saglar.

Koépru, ray Uzerinde hareket ederek boyuna kaynak, ust platformun yukari asagi hareket kabiliyeti
sayesinde cevresel kaynaklari yapabilir.

Elliptical Tank Welding Line

Elliptical tank welding line; Thanks to its software and precision mechanisms, it has the ability to weld
workpieces such as circular, elliptical, square, trapezoidal, silos and tanks. It is a complete welding system
consisting of synchronized operation of different mechanisms such as bridge mechanism, walking rails, frame
positioner set.

The frame positioner can bring the workpiece to the desired welding position as well as rotating the

workpiece, allowing the circumferential welding to be made by the bridge.
The bridge can weld longitudinally by moving on the rail, as well as the circular welding can be
achieved the by up and down motion of the upper platform.
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Koprili Kaynak
Sistemi

Elliptical Tank Welding
Line

TEKNiK OZELLIKLER / Technical Details

Maksimum Cap

(Ozellestirilebilir)

Maximum Diameter (mm) 3200 (Can be customized)
Minimum Cap
Minimum Diameter (mm) 1200
Koprli Boom Strok 5000
Boom Lifting Stroke (mm)
Koprl Yurtylus Mesafesi 16000 ,..(Ozellestirilebilir)
Gantry Travelling Length(mm) (Can be customized)
Kopru Yuruyu§ Hiziv (mm/min. 0-1000
Gantry Travelling Speed(mm)
Ray Arasi Mesafe 4500
Rail Span(mm)
Guc

AC V 50HZ 3-ph
Power Supply 380V 50HZ 3-phase
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